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How to Interpret Hasting label? 
 

 
 

 

RING SET PREFIXES 

 
No Prefix...... Cast Iron Compression Rings 

.....................  Cast Iron or Chrome Oil Rings 

 

2C Prefix...... Chrome Top Compression Rings 

.....................  Chrome Oil Rings 

 

2M Prefix...... Moly Top Compression Rings 

          Chrome Oil Rings 

 

 

 

2D Prefix...... Have various ring face coatings 

.....................  and materials that are suitable for 

.....................  Modern diesel engine designs 

 

2N Prefix...... Contains Nitride components 

.....................  (Top ring and/or Flex-Vent® oil ring) 

 

SNH Prefix…SNH Import Performance series Ring set 

                 Stainless Steel Nitride Top rings 

         Nitride Flex-Vent® oil ring 

SM Prefix… LS Performance Ring sets 

         Steel Moly Top rings 

                 Chrome Flex-Vent® oil ring 

 

SN Prefix….. LS Performance Ring sets 
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         Stainless Steel Nitride Top rings          Chrome Flex-Vent® oil ring 

 

 

 

Example 1:  Ring set P/N 2M 139  

 

 

 

The Ring set 2M139 is a STD ring set 

as there is no suffix and the ring dia. is 

4.000 in. or 101.60 mm.  
 

 
 

 

 

 

 

 

Example 2:  Ring set P/N 2M 139 020  

 
   

 

 

 

The Ring set 2M139020 is a .020 in. 

oversize ring set because of the 020 

suffix and the ring dia. is 4.020 in. or 

101.85 mm.     

       

       

    
 

 

 

***Please Note that the Bore provided on the label for all Hasting ring sets are STANDARD BORE.  
 

 

 


